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US 50 IS ASSUMED TO RUN
IN A NORTH - SOUTH DIRECTION.
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EQUIPMENT DETAILS

A. 27'steelpole with a 30' mast arm, traffic signal heads, sign, 15" lighting erm with e
250W-HPS luminagire and opticom detector eye. (Note: 1-2" PVC (Sch. 40) bend.)

B. 27'steelpole with a 40' mast arm, traffic signal heads and 15' lighting arm with ¢
250W-HPS lumingire. (Note: 1-2" PVC (Sch. 40) bend.}

C. 21 steelpole with a 60' mast arm, traffic signal heads, signs and opticom detector eye,
(Note: 1-2" PVC (Sch. 40) bend.)

D. 271 steelpole with a 58 mast arm, traffic signal heads ond signs. (Note: 1-2" PVC
(Schedule 80) bend.)

E. NEMA size "6" base-mounted cabinet and controfler with alinecessary equipment.
Note: 1-2" galvanized steeibend and 1-3" PVC (Sch. 40) bend.)

F. 6'x 30'loop detector encased in /4" flexible tubing quaodrupole type (3-6-3).
G. 6'x 6'loop detector encased in /4" fiexible tubing (4-turns).
H. Handhole.
J. 2" polyvinyl chioride electrical conduit {Sch. 40).
K. 3" polyvinyl chioride electrical conduit (Sch. 40).
L. 3" gaivanized steel electrical conduit.
UTILITY LEGEND M. Underground electrical service by EPCO.
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Phasing Notes:

1.) Phases associated by a dashed line willoperate concurrently.
2.) Phases associated by a solid line willnot operate concurrently.
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GENERAL NOTES:

1. This plan reflects only those underground utilities
that were apparent at the time of this location being
asbuilt. A detailed review was not undertaken and this
plan should not be construed as representing all
underground utilities in the area.

2. Any modification to this subject signal should be pre-
ceeded by a thorough identification of all existing
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utilities.
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